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Composite TeleCri Stabilization System

Owner’s Manual

Note: This Manual must be used in conjunction with the
Rescue 42 TeleCrib™ Strut DVD.

If you do not have this DVD, please contact your local
distributor or Rescue 42, Inc.
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OVERVIEW

The Composite TeleCrib™ Strut System is an easy to use, lightweight, collapsible support
system designed for the Fire / Rescue service to assist in stabilizing highway vehicles, light
aircraft, light structures, and other equipment types referenced in NFPA 1670, Chapter 6.
TeleCrib™ struts are designed to provide rescuers with an extremely versatile system that
solves numerous stabilization problems while increasing rescuer and victim safety. TeleCrib™
Struts are manufactured of an advanced Epoxy Fiber matrix under extreme heat and pressure
to produce an engineered strut which is light weight, strong, impervious to moisture and most
chemicals. The Struts are electrically non-conductive to provide a layer of protection to
rescuers working around power lines, energized circuits, or hybrid-electric vehicles.

READ THESE WARNINGS BEFORE PROCEEDING

WARNINGS
Failure to understand and follow the warnings listed below may lead to eqmpment damage |nJury or death.

Never exceed working load ratings of struts or components
Never side load a strut.

Never use a strut that is cracked, cut, frayed, twisted, dented,
bent or creased.

Never use a strut without an end fitting (base and head).
Never use for overhead lifting.

Never change or modify a strut or any strut accessory.

Never use a pin not provided by Rescue 42, Inc.

Never use a strap not provided by Rescue 42, Inc.

Never allow struts to be used by untrained personnel.

Never use a strap that is cut or excessively abraded.

Never insert fingers into pin holes.

Never operate struts without full protective clothing including
hand, head, foot (steel toe) and eye protection.

Never allow a strut to slide in or out uncontrolled. Always control the strut with hands and pins.

Never use a strut that is extended past the stops with the overextension indicators exposed (orange strip).
Never carry or lift a strut without a pin installed to prevent the inner tubes from sliding out.

Never operate a strut without all pins completely inserted through the tube and locked.

Never use for applications other than emergencies or emergency training.

Never use where the potential load is unknown and/or may exceed the load rating of the struts.

WARRANTY AND DISCLAIMER

TeleCrib™ Struts are designed to be operated by properly trained and clothed rescue personnel in emergency or emergency
training applications only. Failure to maintain or operate the struts correctly may lead to equipment damage, injury, or death of
victims or rescuers. Rescue 42, Inc. warrants these products (except straps and bags) for five years against defects in
workmanship only and can not be held responsible for damage or injury caused by failure to maintain or use the struts as
detailed in this manual and on the DVD.
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